
 

ECM-821LT - Electret Tie Pin Microphone

Elektret knaphulsmikrofon 

 • Mikrofonkapsel med cardioid karakteristik 
• Aftagelig clip 
• 0,8 m tilslutningskabel med 3,5 mm minijack, med låseanordning 
• Vindhætte 

Import: Monacor Danmark A/S - Farum Gydevej 65 - DK-3520 Farum - www.monacor.dk - mail@monacor.dk



 

Technical data:

Description : tie clip microphone
Version : -
Transmission method : cable
Polar pattern : cardioid
System : electret
Carrier frequency range : -
Transmitting power : -
Power supply : -
Operating time : -
Audio frequency range : 50-16,000 Hz
Nominal impedance : 680 Ohm
Sensitivity : 5.6 mV/Pa
S/N ratio : -
Max. sound pressure : 110 dB
Power supply : 1.5-3 V
Gooseneck length : -
Housing material : -
Admiss. ambient temp. : 0-40 °C
Dimensions : Ã˜ 12 mm x 18 mm
Weight : 20 g
Cable : 0.8 m
Connection : 3.5 mm plug
Packing dimensions (W x H x L) : 0.095 x 0.03 x 0.17 m
Gross weight : 0.025 kg
Net weight : 0.02 kg
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