
 

CLUB-1TOP - PA Speaker Cabinet Pair

CLUB systemet:
Kompakt full range højttaler, subwoofer og forstærker, som matcher hinanden perfekt og leverer lyd i høj
kvalitet. Tilsammen leverer enhederne lyd i højeste kvalitet, som i betragtning af deres størrelse og pris er
enestående. Enhederne i CLUB serien giver unikke muligheder, uanset om de anvendes enkeltvis eller
sammen med andre PA-produkter af højeste kvalitet!
Den perfekte løsning til PA-systemer med høj kapacitet. Ideel til natklubber og lounges, barer og
restauranter, PA-anvendelse i møderum, mindre musiksteder, danseskoler, fitnesscentre etc. 3-kanals
konceptet med ekstra høj effekt, variable frekvensfiltre og adskillige tilslutningsmuligheder giver mulighed for
opbygning af mange forskellige systemer.  Professionelle PA-højttalere, sæt, 2 x 100 W/8 Ohm 

 • 16 cm bas-/mellemtonehøjttaler med kulfibermembran og høj effekt 
• Waveguide dome tweeter 
• Kompakt design 
• NEUTRIK SPEAKON IN/OUT for nem parallel tilslutning 
• Lakeret MDF-kabinet i høj kvalitet, helt frontgitter med akustisk skum  
• 6 x M8 gevindindsats, 1 x standard flange til montering på stativ 

Form og størrelse på CLUB-1TOP er designet på en sådan måde, at indtrykket og stemningen i rummet
bevares, selv i større rum hvor der af hensyn til akustikken er monteret flere højttalere. Perfekt egnet til
systemet er forstærkeren STA-1603CLUB, som pr. mellem-/højtonekanal kan tilsluttes 1, 2, 4 eller 8
CLUB-1TOP højttalere (4 eller 8 i serie/parallelle forbindelser). Forstærkerens effekt er meget høj, når der
tilsluttes en eller to højttalere, men højttalernes volumenkapacitet udnyttes også næsten fuldt ud, når der
tilsluttes 8 højttalere. discret 02/2011
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"Above all, the CLUB system impresses by a sophisticated concept for a high flexibility, reliability and a solid
quality with high level reserves. The system surely provides a high power capability, great features and a
good workmanship for its price and the sound is more than adequate for many applications in trendy clubs,
bars and restaurants, even applications of high requirements."
tools4music 01/2011
"The CLUB system from IMG Stage Line impresses by a full bass reproduction and pleasant high
frequencies. The CLUB system can perfectly be matched to individual requirements and be extended any
time by adding further components. The basic equipment already presents an appealing picture."
+ Compact size
+ Robust cabinet
+ Two Speakon jacks
SOUNDCHECK 10/2010
"Lightweight top speakers of a compact size with extensive crossover network ... they really put an effort into
operational reliability."
"A nice compact size and unobtrusive appearance. A well-balanced bass reproduction, an appealing
midrange and a very enjoyable reproduction of the high frequencies - simply very nice. Offers various
possibilities for extension."
(on the CLUB system) Beat 69, 07-08/2011
"A multi-purpose system showing high stability and reliability in continuous operation. The small satellites
provide an assertively pleasant sound. The subwoofers feature a dynamic and full sound. The CLUB system
ensures sophisticated, compact and reliable PA applications of high quality at a fair price."  
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Technical data:

Active/passive : passive
Transmission technology : -
Total output power : -
Power rating (RMS) : -
Total power rating : 160 W
Power rating (RMS) : 100 W
Impedance : 8 Ohm
Frequency range : 55-21,000 Hz
THD : -
S/N ratio : -
Input signal : -
System : 2-way bass-reflex
Full range speaker : -
Bass speaker : 16 cm (6.5")
Midrange speaker : -
Tweeter : dome tweeter with

waveguide
Number of speakers : 2
Speaker size : 16 cm (6.5")
SPL : 90 dB/W/m
Max. rated SPL : 110 dB
Radiation angle/beam angle : -
Radiation angle, horizontal : -
Radiation angle, vertical : -
Features : -
Housing material : MDF
Colour : black
Mounting device : -
Protected against ball rebound : -
Protection class : -
Admiss. ambient temp. : 0-40 °C
Power supply : -
Dimensions : 210 x 300 x 260 mm
Width : 210 mm
Height : 300 mm
Depth : 260 mm
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Weight : 6 kg
Inputs : 1 x NEUTRIK SPEAKON
Outputs : 1 x NEUTRIK SPEAKON
Replacement voice coil : -
Other features : -
Accessories : -
Packing dimensions (W x H x L) : 0.52 x 0.405 x 0.33 m
Gross weight : 13.92 kg
Net weight : 11.76 kg
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