
7 Binä re Eingän ge SPS fäh ig +24V DC

Dezentrale Erweiterungen
Stereo Line Ausgang

Firmware Updatemö glichkeit

Als MP3 Programmierbarer Logischer Controller wird 

ist er in der Lage eine vielzahl an Anwendungsmö g-

-

Remote Control

-

Binä re Eing ä ng e
-
-

Die Gerä te des Infotainment Audio System sind mit 

um mit externen Gerä ten kommunizieren und Befeh-
-

Steuerung  externer G erä te
-
-

einen Videoplayer oder einen PC fernzusteuern oder 

RS232 RS485
ac�ons

text strings

external device control

events ac�ons

player func�ons

     MP3 Player Datenb la
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Spannung sv ersorg ung  / RS485

Binä re E ing ä ng e

Play Mode Line 600 Ohms Play mode  16 Ohms headphone

AUDIO Low Power Stereo Balanced Outputs 

Memory Cards

All bit rate
Recommended: 

Digital Volume Control X ML Setup Each Channel 
Fading / Step-size

Pro Audio Converter
24Bit  Stereo DAC

Sampling-Speed:

S/N A=> @ 92dB

7 x binary inputs 

Controls / Indicator Status LED: Play /Update /Info’s

Remote I/O  RS485 T-BUS extended  controls

Gehäu se /BOX
Grö ß e/Size

IP40 > DIN EN 60529

weight

ambient temperature 

Anschlussbeispiel binary inputs

NF-Out
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7 Binary inputs PLC able +24V DC
RS485 interface with IN/OUT text 
strings triggering 
Decentralized extensions
Stereo Line output

Firmware Updates via SD-Card

Remote control

Binary inputs and outputs

Interfaces
The devices of the Infotainment Audio System are 

to be able to communicate with external devices and 

Control of external devices
An important feature is the possibility to send and re-

-
motely control an external device like a video player 

-

RS232 RS485
ac�ons

text strings

external device control

events ac�ons

player func�ons

Event controlled pro audio player

Infotainment Audio System          MP3 Player Datasheet

As an MP3 Programmable Logical Controller, the 
EPS110/RS485 is configured via XML. This allows a 
wide range of applica�ons to be covered. All audio 
files, playlists and the configura�on are stored on an 
SD card.

EPS110/RS485
Order number 1000871
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Audio Outputs

-

Power supply / RS485

Binary inputs

Specifica�ons
POWER: 7-24V DC Play Mode Line 600 Ohms Play mode  16 Ohms headphone

AUDIO Low Power Stereo Balanced Outputs 

Memory Cards

All bit rate
Recommended: 

Digital Volume Control
Fading / Step-size

Pro Audio Converter
24Bit  Stereo DAC

Sampling-Speed:

S/N A=> @ 92dB

7 x binary inputs 

Controls / Indicator Status LED: Play /Update /Info’s

Remote I/O  RS485 T-BUS extended  controls

Size

IP40 > DIN EN 60529

weight

ambient temperature 

NF-Out

Event controlled pro audio player
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